CAMPANA PROFESIONAL DE PARED DE 36"

PW362210

CARACTERISTICAS

Construccion resistente de acero inoxidable

Acabados a mano con los bordes ribeteados y juntas soldadas
lluminacién halégena brillante

Control de soplador de velocidad infinita

Sensor de calor para su seguridad

Controles empotrados para apariencia mas elegante

Requiere de soplador (sopladores internos, en linea o remotos
disponibles)

Rigurosamente probados en nuestras instalaciones de fabricacién de los
Estados Unidos para décadas de uso

Excepcional atenciéon 24/7 de nuestro equipo de atencion al cliente en

Madison

ACCESORIOS

36" Duct Cover

Backsplash

Backsplash with Warming Racks
Make-Up Air Damper

Motor en linea 1100 CFM

Los electrodomésticos estan disponibles por medio de un comerciante autorizado. Para
informacién del comerciante local, visite subzero-wolf.com/locator.

OPCIONES DE VENTILADOR

CFM 500 interno
CFM 600 en linea
CFM 1100 en linea
CFM 600 remoto
CFM 900 remoto
CFM 1200 remoto

CFM 1500 remoto

Specifications are subject to change without notice. This information was generated on November 20, 2018. Verify specifications prior to finalizing your cabinetry/enclosures.



http://www.subzero-wolf.com/locator

CAMPANA PROFESIONAL DE PARED DE 36"

ESPECIFICACIONES DEL PRODUCTO

Modelo
Dimensiones
Peso

Suministro Eléctrico

Servicio Eléctrico

Discharge Location
Discharge Dimensions

Bottom of Hood to

Countertop
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PW362210

36"W x 10"H x 22"D
44 |bs

110/120 Vca, 60 Hz

circuito dedicado de 15
amperios

Vertical u Horizontal

Rectangulo de 14" x 3 1/4"

30" a 36"

NOTE: Dimensions in parenthesis are in millimeters unless otherwise

specified
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Specifications are subject to change without notice. This information was generated on November 20, 2018. Verify specifications prior to finalizing your cabinetry/enclosures.



