CAJON MICROONDAS TRANSICIONAL DE 30"

MD30TE/S

CARACTERISTICAS
20% mayor capacidad interior

Acero inoxidable clasico

Blogueo de panel de control

Se instala al margen al ras o estandar

10 niveles de potencia y cocina con sensor para comidas faciles
Modo "Mantener caliente"

Rigurosamente probados en nuestras instalaciones de fabricacién de los
Estados Unidos para décadas de uso

Excepcional atencién 24/7 de nuestro equipo de atencion al cliente en
Madison

Specifications are subject to change without notice. This information was generated on November 17, 2018. Verify specifications prior to finalizing your cabinetry/enclosures.



CAJON MICROONDAS TRANSICIONAL DE 30"

ESPECIFICACIONES DEL PRODUCTO

Modelo
Dimensiones
Capacidad
Peso

Suministro Eléctrico
Servicio Eléctrico

Longitud del Cable de
Corriente

Receptaculo

ELECTRICO

E

ELECTRICAL
SUPPLY WITHIN OPENING
OR IN ADJACENT CABINET
WITHIN REACH OF
POWER CORD

MD30TE/S

29 7/8"W x 15 1/8"H x 21 7/8"D

1.2 cu. ft.
96 Ibs
120 Vca, 60 Hz

circuito dedicado de 15
amperios

4 Feet

3-prong grounding-type

NOTE: Dimensions in parenthesis are in millimeters unless otherwise

specified
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Specifications are subject to change without notice. This information was generated on November 17, 2018. Verify specifications prior to finalizing your cabinetry/enclosures.



